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Rheem Tankless Troubleshooting Manual

Explanation: Nothing happens when water is flowing through unit. At a minimum check the
following in all cases:
1. Make sure unit is connected to proper 3 prong, grounded power supply and circuit
breakers are on.
2. Clean cold inlet water supply filter. Ensure you have at least the minimum flow rate
required to fire unit. Turn on several fixtures to make sure.
3. On new installations ensure hot and cold water lines are not crossed. Make sure the unit
is plumbed cold in to cold inlet. Unit will not fire off if water is running backwards.

Is the power
cord plugged
in? Is the
hardwiring
connected?

No

Plug unit into a grounded, 3
prong wall plug. Verify hard
wire to unit if applicable.
Verify breaker at service panel
is not tripped.

No

Check voltage at wall plug and circuit breaker for
acceptable levels. Repair as required. This is not
a water heater issue. This is an electrical issue.

Yes

Go to 1Y and verify zero flow rate. If there is
ANY flow rate at 1Y; the unit will not power on.

Yes

Is there
voltage at the
wall plug?

Yes

Will the unit
go into
Maintenance
Mode?

No

To access the Maintenance Display, turn the unit OFF. Then hold
down the UP and DOWN arrow keys at the same time for a few
seconds. You will hear an audible beep and see the display go to 0E.
By pressing the UP and DOWN arrow keys on the remote display, you
can access a variety of information about the machine.
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Is there
voltage thru
the 3 amp
fuses?

No













































Yes

Check fused power leads next to junction box.
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Is there power
to the Printed
Circuit Board
from the
transformer?

No
Replace transformer
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Is there power
to the Printed
Circuit Board
thru the PCB
fuse?
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No

Replace 5 amp fuse
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Unit appears to be OK. Try to restart.

See next page
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Yes

Did the
unit go to
main
burner?
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Did the
unit go to
main
burner?

No

Disconnect all remote
controls from the PCB
and attempt to restart the
unit.

Yes
Unit appears to be OK.

No

Did the
unit go to
main
burner?

OK - If you gone this far, there is one more thing to check. The pick-up
sensor in the water flow control may be bad; or the board may be bad.
Try this test:
Check connector S between the Red and Black. With the unit ON and
no water flow, you should be 11-15 DC volts. If not, replace the PCB.
IF you have voltage, then.......
With the water flowing, measure 2-5 DC volts between the Brown and
Black wire. (This is measuring water flow thru the control). IF you have
a reading and no main burner, replace the PCB. If you do not have a
reading, replace the water flow sensor.

The problem is with the
remote control or the wiring
to the remote control.
Disconnect all additional
wiring to the remote control
and connect it directly to the
Remote Terminal of the
PCB.
Yes
Attempt to restart the unit.

Cold water inlet temperature may be to warm to restart the unit. While in
maintenance mode, go to 3y and determine the cold water inlet
temperature. If the inlet cold water exceeds approximately 75 degrees,
you may have a problem with the cold water being too warm for the
machine to operate. Run the cold water for at least 3 minutes and recheck
temperature.
Call technical service at 1-800-432-8373.

Did the
unit go to
main
burner?

No
Replace Remote Control

Yes

Replace Remote Control wiring
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